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 8.3 

OAH ADJUSTABLE
11" TO 126"

 72.6 

E

 8.3 

 34.9 
 69.9 

3.5
BOLT CIRCLE

 10.7 

 8.3 

Glass Options:

Indoor Finish Options

Product Description 
Font: Century Gothic
Font Size: 12
Line Spacing: 1/16"
Paragraph Spacing: 1/16"

Indoor Finish Opaque only

Outdoor Finish Options

MINIMUM SIZE OF J-BOX REQUIRED IS 
4" L x 4" W x 1.5" H 

OPTIC BLOWN

BLOWN GLASS

FLAT GLASS

QTY: 6

<== ONLY NEEDED IF THE DRIVER 
WILL BE INSTALLED IN THE J-BOX. 

C:\HAM-PDM\Shared Resources\Spec Sheet QR Codes
ADD FAMILY QR CODE USING THE FILE LOCATION BELOW:

Alternating beads of artisan blown crystal 
glass and metalwork evoke the bold look 
of modern jewelry designs in this linear 
chandelier. A glass mandrel inner spine 
illuminates the Mesa crystal glass with 
3000K integrated LED. Choose from several 
glass colors and finishes.

DRAWING FORMAT REVISIONS

REV. DESCRIPTION DRAWN BY: DRAWN 
DATE:

APPROVED 
BY:

APPROVED 
DATE:

A
CREATED new template to update spec layout 
and make updates for quality. Incandescent 

pages still need to be updated.
JSHOEMAKER 4/8/2021

B Removed unneeded sheets, Added layers, 
revised properties TNICASTRO 5/18/2022

C Added file location for QR codes, Removed "UL" 
from title label TNICASTRO 9/12/2023

PRODUCT REVISIONS

REV. DESCRIPTION Drawn By: Drawn 
Date:

A INITIAL RELEASE TMN 5/18/2022

PRODUCT #:

Weight(lbs.):

Electrical Qty:

UL Rating:

Hammerton products are made by artisans, not machines. A close inspection may reveal subtle variations and imperfections in glass, metal and other handcrafted materials that reflect the 
mark of the maker. They should be expected and celebrated. 

Hammerton Inc. 217 Wright Brothers Dr. Salt Lake City, UT 84116 (801)973-8095  |  studio.hammerton.com  |  info@hammerton.com

All dimensions are shown in inches unless otherwise stated.

42LBs

LED

CRI: 93+

MANDREL 72" LINEAR | MESA

Wattage (Watts):

Power Factor: >0.9

PLB0089-06

6/13/2024

67W

4

6700 lmSource Lumens:

Closed GlassTop Diffuser: 

Bottom Diffuser: Closed Glass/Acrylic Diffuser

PRODUCT DESCRIPTION PRODUCT SPECIFICATION

Finish Options:

Glass Options:

Suspension Method:

Light Source:

© Copyright 2024. All rights in design, detail or invention of this drawing are reserved as the property of Hammerton. Any imitation or adaptation without written consent is strictly prohibited.

GENERAL NOTES:

Construction:

Steel Cable

Aluminum Housing, Steel Suspension, Glass Body

Indoor/Dry

Rev A

Dimming:

CCT:

Driver Quantity & Location:

Forward/Reverse Phase to 1%

3000K

1, in the Canopy

Visit studio.hammerton.com to read about our Lifetime Limited Warranty.

Voltage (Volts): 24V

SCAN FOR MORE
INFORMATION

This product may use mixed materials like steel and aluminum in its construction. Transparent finishes may vary between steel and aluminum.

Glass Detail

Mounting Detail
MOUNTS TO J-BOX
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